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1. Introduction  

1.1. About this Manual  
This manual is intended to provide the user with an overview of the board and benefits, 
complete features specifications, and set up procedures. It contains important safety 
information as well.  

1.2. Feedback and Update to this Manual  
To help our customers make the most of our products, we are continually making additional 
and updated resources available on the Embest website (www.embedinfo.com/en), 
including manuals, application notes, programming examples, and updated software and 
hardware. Check in periodically to see what’s new!  
When we are prioritizing work on these updated resources, feedback from customers is the 
number one influence, if you have any questions, comments or concerns about your product 
or project, please don’t hesitate to contact us at support.en@embedinfo.com.  

1.3. Limited Warranty  
Embest warrants this product to be free of defects in material and workmanship for a period 
of one year from date of purchase. During this warranty period, Embest will repair or replace 
the defective unit in accordance with the following process:  
A copy of the original invoice must be included when returning the defective unit to Embest. 
This limited warranty does not cover damages resulting from lighting or other power surges, 
misuse, abuse, abnormal conditions of operation, or attempts to alter or modify the function 
of the product.  
 
This warranty is limited to the repair or replacement of the defective unit .In no event shall 
Embest be liable or responsible for any loss or damages, including but not limited to any lost 
profits, incidental or consequential damages, loss of business, or anticipatory profits arising 
from the use or inability to use this products.  
Repairs make after the expiration of the warranty period are subject to a repair charge and 
the cost of return shipping. Please contact Embest to arrange for any repair service and to 
obtain repair charge information.  
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Version: Ubuntu-9.04_v0.19  
Linux PC environment: Ubuntu-9.04  
   

 
Figure. S3C6410 Single Board Computer 

 

1. Install Cross-compile  
1.1 Open Linux-ubuntu_v0.19\cross_compile\ folder, 
and copy Arm-none-lunux-gnueabi-arm-2008q3-72-for-linux.tar.bz2 to linux PC working 
folder.  
 
1.2 Install arm-none-linux-gnueabi-arm-2008q3-72-for-linux.tar.bz2 to /usr/local/arm/ 
and execute the command:  
fusq@fusq-urbetter:~/test$ tar jxvf 
arm-none-linux-gnueabi-arm-2008q3-72-for-linux.tar.bz2 –C /  
Note: Default location is /usr/local/arm/, no need to specify  
 
1.3 Check the compiler installation   

 
From above picture we can see the arm-none-linux-gnueabi has already successful installed 
under /usr/local/arm folder  
  

2. Compiling Kernel  
Copy the ubuntu-9.04_v0.19\kernel\ubuntu-linux-2.6.29.1.tar.gz to working folder, enter 
the working folder and decompress the ubuntu-linux-2.6.29.1.tar.gz to the currently folder.  
Execute the command:  
fusq@fusq-urbetter:~/test$ tar zxvf ubuntu-linux-2.6.29.1.tar.gz  
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fusq@fusq-urbetter:~/test$ cd linux-2.6.29.1/  
fusq@fusq-urbetter:~/test$ make clean  
fusq@fusq-urbetter:~/test$ make menuconfig  
fusq@fusq-urbetter:~/test$ make   
fusq@fusq-urbetter:~/test$ ./fix-image   
Finally the generate the zImage-fix file under the currently folder \arch\arm\boot\  
  

3. Burning Image  
3.1 SD card partition  
Prepare a 1GB or larger than 1GB SD card, (recommend 2GB), and set two partitions for the 
SD card, set the first partition to FAT format around 100MB, and set the second partition to 
EXT3 format larger than 800MB. The partition must be done under linux environment, and 
the partition step is as follows:  
 Insert SD card to linux host, uninstall the SD card.  
 Enter terminal and execute command: sudo fdisk /dev/sdb  
  

 
 Select d, delete the partition.  
 

 

  
Create the first partition: 
Input “n”, “enter”;  
Input “p”, “enter”;  
Input “1”, “enter”;  
Directly “enter”;  
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Input “20M” enter;  
  
Notice, the 20M here not equal to 20M Bytes.  

 

  
 Create the second partition  
Input “n”; “enter”;  
Input “p”; “enter”;  
Input “2”; “enter”.  
Directly “enter”;  
Directly “enter”  

 

  
 Mark the first partition  
Input “a”; “enter”;  
Input “1”; “enter”;  
Input “p”; “enter”;  
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Write the partition table  
Input “w”, “enter”  

 
Thus, the two partitions has been set, and user need to format the partition.  
Notice: After the partition finished, the system will automatically load, so before format the 
partition please confirm the partition is on “Unload” status.  
  
 Format the first partition and set to vfat format, execute the command:  
Sudo mkfs.vfat/dev/sdb1  

 

  
 Format the first partition and set to ext3 format. Execute the command:  
Sudo mkfs.ext3/dev/sdb2  
 

 

  
 Execute the command: sudo fsck.ext3/dev/sdb2, check the second partition file system.  
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3.2 Burn the u-boot-movibin and zImage-fix into SD card  
 Insert the SD card to PC  
Under WindowXP environment, 
open ubuntu-9.04_v0.19\image\moviNAND_Fusing_Tool.exe.  

 Select SD card  mapping Disk under Windows from SD/MMC Driver,   
 Click “Browse” to select u-boot-movi-bin file as the image file of the bootloader  
 Input 32 to the sector of Specific Sector table; and click browse near the Image to add the 
zImage-fix.   
 
  

 

  
 Click “START”, if the Write successfully there will be a pop-up windows: 
“Fusing image done”  

 
Thus, u-boot-movi.bin and zImage-fix has been burned into the SD card, and user need to 
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burn the file system to the SD card.  
  
3.3 Burn the EXT3 file system into SD card  
 Copy ubuntu-9.04_v0.19\filesystem\ 1xde-ubuntu.tar.bz2 to the working folder  
 Insert the SD card to the linux host  
 Depress the file system 1xde-ubuntu.tar.bz2 to the ext3 partition of the SD card  
 
Execute the command: sudo tar xvf  1xde-ubuntu.tar.bz2-C/media/disk  
  
The depressing take very long time, please be patient.  
  
3.4 Set startup mode  
 Set the SW1 of Idea6410 to SD boot mode  
Set the 1-4 bit to “1111” (switch On is 1)  
 Insert the SD card to SD card socket  
 Start the system  
 Start u-boot  
 

 

 Startup kernel  
 

 

 Load the file system  
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 When the system at the user log-in interface ( LCD display login user name interface)  
 

 
 Input user and password  
 
Ubuntu login: root  
Password: ubuntu  

 

  
 Input user name and password the enter the terminal, and execute the command at the 
terminal  
Killall-HUPgdm  

 
  
Thus, the system enter ubuntu desktop interface  
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 Thank you! 
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