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Windows 98 Device Driver Installation 

- Windows 98 Device Driver Installation 

1. Turn off your PC. 

2. Insert MultiPort/PCI board into anyone of PCI slots. 

3. Connect the port box to the board. 

4. Turn on the PC. 

5. Start Windows 98. 

 

6. Press the “Next” button. 

 

7. Select the “Search for the best driver for your device” and press the “Next” button. 
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Windows 98 Device Driver Installation 

8. Select the “Specify a location” and insert the provided device driver disk into CD-ROM 

drive and set path to “[CDROM]\DRIVERS\PCI\Win98” and press the “Next” button. 

 

 If the CD-ROM auto-run application appears when you insert Device Driver CD, 

please terminate it. (The disk doesn’t support automatic device driver installation 

in Windows 98.) 

9. Press the “Next” button and Auto-Files-Copied. 

 

10. Press the “Finish” button. 

 

 

11. Press the “Next” button. 
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Windows 98 Device Driver Installation 

 

12. Press the “Next” button. 

 

13. Select the “Specify a location” only and set the path to 

“D:\DRIVERS\PCI\Win98” and press the “Next” button. 

 

14.   Press the “Next” button and ports is created. 

 

15. Execute Installer for Multiport configuration program.  

(“[CDROM]\DRIVERS\PCI\Win98\INSTALL.EXE”) 
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Windows 98 Device Driver Installation 

 

16. Press the “Install” button and Auto-Files-Copied. 

 

 

17. Press the “OK” button and register Program Group.MultiPort Setup Program is 

executed automatically at this time. It shows the number of as tabs as cards you 

installed. 

 

(Multi-4/PCI Card Installation Setting View) 
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Windows 98 Device Driver Installation 

 

(Multi-4JA/PCI Card Installation Setting View) 

 

(Multi-32/PCI Card Installation Setting View) 

 

 

18. In case of RS422 port or panel, you can change and specify point-to-point or multi-drop 

mode. In case of RS485 port or panel, you can change and specify non-echo or echo 

mode. When you use multi-drop mode or RS485 card, if you select “RTS Auto-toggle” 

our device driver will process Output Control (RTS toggling) automatically. 

 

19. Set starting-port-number as you want. This port number will be the first serial port’s 

name for the O/S.  
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Windows 98 Device Driver Installation 

20. Press the “OK” button to finish Multi-Port Setup program. 

 

21. Press the “Yes” button to reboot your system. 

 

 When you want to change MultiPort Setting, execute “MultiPort Setup” program 

registered in “SystemBase MultiPort PCI” program group of “Start” Menu.
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Windows 2000 Device Driver Installation 

- Windows 2000 Device Driver Installation 

1. Turn off your PC and insert MultiPort/PCI board into anyone of PCI slots. 

2. Connect the port box to the board. 

3. Turn on the PC. 

4. Start Windows 2000. 

5. New hardware is detected at this time. 

 

6. Press the “Next” button. 

 

7. Select the “Search for a suitable driver for my device” and press the “Next” button. 

 

8. Insert the provided device driver disk into the CD-ROM drive and press the “Next” 

button. 
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Windows 2000 Device Driver Installation 

9. Select the “Specify a location” and Press “OK” button. 

 

10. Select the “Browse…” and Specify  

[CDROM]\DRIVER\PCI\Win2000,XP,2003,Vista,2008,7”. Press “OK” button. 

 

 

11. Press the “Next” button. 

 

 

12. Press the “Next” button. 
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Windows 2000 Device Driver Installation 

 

13. New hardware is detected. Press the “Next” Button. 

 

 

14. Press the “Next” button. 

 

 

15. Select the “Specify a location” and press the “Next” button. 
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Windows 2000 Device Driver Installation 

 

16. Press the “Next” button. 

 

17. Press the “Finish” button. 

 

18. Remaining ports are installed automatically. 

 

19. After all installations are completed, you can check the device information in [Setting] 

[Control Panel] [System] [Hardware] [Device Manager]. 

 

 If Windows ask you which device driver is to be installed while device driver installing 

or you would like to install the driver manually, please use this location: 

 “[CD-ROM]\DRIVERS\PCI\Win98,2000,XP,2003,Vista,2008,7
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Windows XP/2003 Device Driver Installation 

- Windows XP/2003 Device Driver Installation 

1. Insert MultiPort/PCI board into PCI slot. 

2. Connect the cable to the board. 

3. Turn on the PC and insert install CD. 

4. Run the proper Windows version. 

5. Check the “Found New Hardware” menu. 

 

 

6. Found now hardware wizard begins, Select “Install from a list or specific location” and 

click “Next”. 

 

 

7. Select “Search for the best driver in these locations” and “Include this location in the 

search”. Click “Next”. (Specify the location as below.  

Windows x32 OS: “[CD-ROM]:\DRIVERS\PCI\Win2000,XP,2003,Vista,2008,7”  

Windows x64 OS: “[CD-ROM]:\DRIVERS\PCI\WinXP,2003,Vista,2008,7 x64”.) 
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Windows XP/2003 Device Driver Installation 

 

 

8.  A warning window may show up. Click “Continue Anyway”. 

 

 

9. Install finished for multifunction adapter. Press the “Finish” button. 
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Windows XP/2003 Device Driver Installation 

 

 

10.  Step 6 ~ 10 will be repeated to install serial ports. This will be repeated for the number 

of serial ports. 
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Windows Vista/2008/7 Device Driver Installation 

- Windows Vista/2008/7 Device Driver Installation 

1. Turn off your PC and insert MultiPort/PCI board into anyone of PCI slots. 

2. Connect the external port box to the board. 

3. Turn on the PC power. 

4. Start Windows Vista/2008/7. 

5. Pop-up message “New Hardware found” will appear. Select “Locate and install driver 

software (recommended)”. If pop-up message “New Hardware found” does not appear, 

please proceed as instructed on #9. 

 

6. When the following windows appears, select “Don’t Search Online” 

 

7. “Insert the disc” message window will appear. Insert the driver CD into the CD-ROM 

and click “Next”. Device driver will start automatic installation.  
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Windows Vista/2008/7 Device Driver Installation 

8.  “Software successfully installed” message box will appear. Click “Close”. PCI Serial 

Port has now been installed. Next step is to install driver for each separate ports. 

Proceed as instructed on #16. 

 

9. In case “New Hardware found” window does not appear, driver must be installed 

manually. Go to Control Panel  Device Manager. 

10.  Right click PCI Serial Port under Other Devices, and click “Update Driver Software”. 

 

 

11. The following window will appear. Click “Find driver software from selected location” 
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Windows Vista/2008/7 Device Driver Installation 

12. “Find driver software from selected location” window will appear. Click “Find” and select 

“[CDROM]:/DRIVERS/PCI/Win2000,XP,2003,Vista,2008,7” for its location. Then click 

“Next” 

 

 

13. “Windows Security” window will appear. Click “Install this driver software.” 

 

14. Once installation is complete, “Driver software has been updated.” Message box will 

appear. “PCI Serial Port” is now successfully installed. Click “Close”. Next step is to 

install driver for each separate ports. 
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Windows Vista/2008/7 Device Driver Installation 

 

15. If “PCI Serial Port” has been successfully installed, “New Hardware found” Message 

box will appear. Click “Find & Install driver software.” 

 

 

16. “Insert the disc that came with your PCI Serial Port” Message box will appear. Click 

“Next” 

 

 

17. Windows Security” window will appear. Click “Install this driver software. 
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Windows Vista/2008/7 Device Driver Installation 

 

18. “Software has been successfully installed for this device.” Message box will appear. 

Click “Close” 

 

19. Your Multiport driver is successfully installed if following items can be found under 

“Device Manager”.(Follow steps #8 ~ #11 to enable “Device Manager”) 

 “SystemBase Multi-4/PCI” under “Multi-functioned Adaptor” category 

 “MultiPort/PCI-Serial Port(COM #)” under “Port” category 

 Recurrence of Serial Port should equal to the number of serial ports 
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Windows Device Driver Configuration 

- Windows Device Driver Configuration 

 

1. If you want to change the configurations of ports and Multiport card, Click the right button of 

your mouse when you locate that mouse in “Enhanced Serial Multi-*/PCI” item of “Multifunction 

adapters” category like this view below, and press the “Properties”. 

 

 

2. At the Hardware Configuration setting, Auto Toggling setting is disabled at RS232 mode 

and RS422 point to point mode. Also, At RS422 multi-drop mode, Auto Toggling setting is 

fixed to HW Auto toggling. 

 

(Multi-2/PCI card Installation Setting View) 
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Windows Device Driver Configuration 

 

3. At the Hardware Configuration setting, Auto Toggling setting is active at RS485 Echo/Non 

Echo mode. Auto Toggling setting is set for SW Auto Toggling in standard. If you want to 

use HW Auto Toggling, you modify the Auto Toggling settings. 

 

 

4. If you click “Advanced Options”, display the “Advanced Settings...”. The below picture is 

“Advanced Settings...”. If UART type is 16C105x, Flow Control would be activated and the FIFO 

size occupies “256”. You can select the “AutoRTS”, “AutoCTS”, “AutoXonXoff” in “Flow Control”, 

and the “Interrupt Trigger Level”. At “Interrupt Trigger Level”, RxFifo default is 32, TxFifo default 

is 64. If you click “Restore Defaults” button, “Advanced Settings...” restores default.  
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Windows Device Driver Configuration 

5. If 16C105x type multiport is connected devices which deal with small/low speed data input 

and output, Interrupt could be delayed owing to big Trigger Level. In this case, check “55x 

Trigger Mode”, “55x Trigger Mode” is not suitable for large/high speed data. 

 

6. When you click the “All Port Remap...” button, you can see like a view below. If you want to 

change port name of all ports sequentially, modify it. Specify this port name as you want and 

click the “OK” button. The port names of the device will be rearranged. 

 

- You can use serial port without re-booting if you did “Device Manager  Action (A)  Scan for 

hardware changes”. 

 

7. If you use a serial mouse by connecting the multi-port, after a serial mouse is recognized, 

you can use a serial mouse without extra setting. 

When booting the system, serial mouse should be recognized. Also, you can use “Scan for 

Hardware Changes” button at a device manager.  

 

8. If external modem is not recognized correctly in device manager. Adjust “RxFifo Trigger” 

value of “Advanced Setting” to below 4. 
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Windows Device Driver Removal 

- Windows Device Driver Removal 

If you want to remove device driver in Windows 2003,XP x64 Edition, please refer to next page.  

 

1. Insert the provided device driver disk into the CD-ROM drive. (If you see auto-run 

program of driver disk, terminate it.) 

 

2. Execute the uninstaller program.  

(In case x86,  

“[CD-ROM]\DRIVERS\PCI\Win2000,XP,2003,Vista,2008,7\Uninstall.exe” 

In case x64,  

“[CD-ROM]\DRIVERS\PCI\WinXP,2003,Vista,2008,7 x64\Uninstall.exe”) 

 

 

 

3. Press the “OK” button. 

 

 

 

4. The removal process will be in progress. 

 

 

 

5. When you press the “OK” button, the removal process is completed. 
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Windows NT 

Windows NT 

- Device Driver Installation 
1. Turn off your PC. 

2. Insert MultiPort/PCI board into anyone of PCI slots. 

3. Connect the port box to the board. 

4. Turn on the PC. 

5. Start Windows NT 4,0 and logon with the account which has the Administrator author. 

 

6. Insert the provided MultiPort/PCI Installation Disk into the CD-ROM drive. You may see 

the auto-run program like this. If the installer application doesn’t appear, Please 

execute “Setup.exe” file in root directory of CD-ROM manually.  

 

7. Press the “PCI Multiport / Modem” button. 

 

 

8. Press the “Install Device Driver” button. The driver installer will be appeared like below: 
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Windows NT 

 

 

9. Press the “Install” button and Auto-Files-Copied. 

 

10. Press the “OK” button to register configuration utility to Program Group. MultiPort 

Setup program is executed at this time. The program shows the information of cards 

you installed. 

 

(Multi-4/PCI Card Installation Setting View) 
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Windows NT 

 

(Multi-4JA/PCI Card Installation Setting View) 

 

 

(Multi-32/PCI Card Installation Setting View) 

 

11. In case of RS422 port or panel, you can change and select point-to-point or multi-drop 

mode. In case of RS485 port or panel, you can change and select non-echo or echo 

mode. When you use multi-drop mode or RS485 card if you select “RTS Auto-toggle” 

our device driver processes Output Control (RTS toggling) automatically,  

 

12. Set the starting-port-number as you want. The serial port names are allocated 

sequentially by this name.  

13. Press the “OK” button to finish MultiPort Setup program. 
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Windows NT 

 

14. Press the “Yes” button to reboot your system. 

 If you want to modify your MultiPort adapters after this time, please execute 

configuration utility (Setup) from “SystemBase MultiPort PCI” program group of “Start” 

menu 

 

- Device driver Removal 
 

1. Execute uninstaller program registered in “SystemBase MultiPort PCI” program group of 

“Start” Menu. 

 

2. Press the “Yes” button. 

 

3. Press the “Yes” button to reboot your system.
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Solving Problems 

Solving Problems 

- General Essues 
1. The MultiPort does not work properly even after it has been successfully installed 

 

 One of major reasons MultiPort boards do not work properly is mostly interrupt 

collisions. This is not a frequent problem because PCI boards are automatically 

assigned interrupts. However, reasons for interrupt collisions or abnormal operation of 

PCI boards can be classified into three.  

 Since there are no reserved resources in the system, PCI may use an already 

assigned interrupt number. It is required to install MultiPorts again by disabling IRQ 

numbers (such as IRQ3 and IRQ7) that have been assigned but not used in the CMOS 

setup program in order to make those interrupts available.  

 PCI boards may use IRQ numbers occupied by ISA boards. In such a case, the PCI 

bus does not recognize the interrupt number assigned to the ISA board, resulting in 

malfunction of the PCI board. To solve such a problem, you should change the 

interrupt number of the ISA board or change the slot position of the PCI board.  

 There may be a specific motherboard that assigns interrupt numbers on each slot in 

the CMOS set up program, or sets ISA/PCI PnP by interrupt numbers. At this time, PCI 

board is not successfully working if the PCI slot has a wrong IRQ number assigned or 

all IRQ numbers are set to ISA. As a solution to this problem, unused IRQ numbers 

should be set to PCI PnP. 

  

- Windows 
2. When any device driver is installed under Windows operating systems, information of the 

boards and external port boxes in the system is not identical to the data displayed by the 

setup program. 

 

 Windows 98/NT is designed to automatically get the number of boards and even the 

interface type of port boxes for multi-32/PCI in order to show the data on the setup 

screen. If the screen is not normally displayed, it is not allowed to use MultiPorts. This 

is caused by low quality products or connectors that may experience problems 

connecting the board and external port box or between external port boxes. First, turn 

the system off and check the connection status again to verify if the connection is poor. 

If this problem persists even if the connector is fault free, please contact us. 

 


